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1. CAMERA B 23 WAS USED IN MISSION 8265 FLOWN ON 4 JANUARY :.Wwﬂgég_,_
1966. PROCESSING WAS ACCOMPLISHED BY BARKSDALE. i;;:}jﬁfca
7K
2. ORIGINAL NEGATIVE: | : [%”m
A. EXPOSURE WAS ADEQUATE AND RESOLUTION IS GOOD. 3 }Eﬁa;‘_w

B. SR SIDE: EDGE STATIC IS PRESENT ALONG THE OUTBOARD EDGE‘.aygglgwr ﬂ
e e v B
ROLLER CHATTER, ALTHOUGH PRESENT ALONG BOTH EDGES, IS MORE PRO- * = |

NOUNCED ALONG THE INBOARD EDGE. IN FRAMES 1588 TO 1589 A CREASE ~ ... uop

sanitized

IS APPARENT. IT IS INDENTED TOWARD THE BASE SIDE OF THE FILM AND

HAS ITS ORIGIN IN THE LEADER AT THE START OF A NEW ROLL. MINUS

DENSITY COMETS WERE NOTED IN THE LAST 189 FRAMES OF THE MISSION.

THESE COMETS ARE INTERMITTENT AND APPEAR IN DIFFERENT PLACES

OF THE FORMAT. MANUFACTURING SPLICES ARE LOCATED IN FRAMES 1365

AND 2331, THEY ARE ACCOMPANIED BY MINOR FOG ON BOTH EDGES OF THE
FILM ON THE NEXT FRAME,

C. OSL SIDE: EDGE STATIC IS PRESENT INTERMITTENTLY ALONG
BOTH EDGES. PLUS DENSITY SPOTS, LOCATED @,1" FROM THE INBOARD

EDGE AND 1.1" APART, OCCUR ON THE LAST 108 FRAMES OF THE MISSION.
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A WANDERING PLUS DENSITY STREAK, LOCATER NEAR THE INBOARD EDGE
IS NOTED ON THE FIRST 50 FRAMES AND REGCCURS ON FRAMES 373 TO
492. FINE SHORT PLUS DENSITY STREAKS ARE PRESENT ON FRAME 2573.
A BIASED PLUS DENSITY AND MINUS DENSITY STREAK IS LOCATED ACROSS
FRAMES 591/592, 513 TO 515, 616/617, 641/642, 1894/1895 AND
1629/1638, MANUFACTURING SPLICES ARE LOCATED THROUGH FRAMES 984

AND BETWEEN FRAMES 406/407, 1646/1647.

D. BOTH SIDES: ROWS OF MINUS DENSITY DOTS OCCUR INTERMIT-
TENTLY THROUGHOUT THE MISSION. ALL THE DOTS ARE APPROXIMATELY
1.7" APART. EDGE FOG IS PRESENT ALONG BOTH EDGES. THE LAST
TITLED FRAME IS 2631.

E. THERE ARE NO MAJOR CAMERA OR PROCESSING MALFUNCTIONS,

3. POSITIVE:

A. THE PI SUITABILITY IS GOOD.

B. THE PRINTING AND PROCESSING WAS GOOD.

C. CLOUDS DEGRADED OR OBSCURED 45 PERCENT OF THE MISSION.
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